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Know what's below.

Call before you dig.

THE LOCATIONS OF EXISTING UNDERGROUND UTILITIES ARE
SHOWN IN AN APPROXIMATE WAY ONLY AND HAVE NOT BEEN

INDEPENDENTLY VERIFIED BY THE OWNER OR ITS

REPRESENTATIVE. THE CONTRACTOR SHALL DETERMINE THE

EXACT LOCATION OF ALL EXISTING UTILITIES BEFORE
COMMENCING WORK, AND AGREES TO BE FULLY

RESPONSIBLE FOR ANY AND ALL DAMAGES WHICH MIGHT BE
OCCASIONED BY THE CONTRACTOR'S FAILURE TO EXACTLY

LOCATE AND PRESERVE ANY AND ALL UNDERGROUND
UTILITIES.

NOTICE:

CONSTRUCTION SITE SAFETY IS THE SOLE RESPONSIBILITY OF
THE CONTRACTOR; NEITHER THE OWNER NOR THE ENGINEER
SHALL BE EXPECTED TO ASSUME ANY RESPONSIBILITY FOR

SAFETY OF THE WORK, OF PERSONS ENGAGED IN THE WORK,
OF ANY NEARBY STRUCTURES, OR OF ANY OTHER PERSONS.

COPYRIGHT @ 2009 ATWELL—HICKS
NO REPRODUCTION SHALL BE MADE WITHOUT THE
PRIOR WRITTEN CONSENT OF ATWELL—HICKS
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CONSTRUCTION NOTES:
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STORM SEWER
CATCH BASIN/MANHOLE

SANITARY SEWER
HYDRANT

GATE VALVE IN BOX

DECIDUOUS TREE

IT IS THE INTENT OF THIS PROJECT TO REPLACE THE ON—SITE WATER MAIN
SYSTEM BEGINNING AT THE POINT OF CONNECTION TO THE OUC PUBLIC
MAIN, AND PROVIDING SERVICE TO BUILDINGS 500, 501, 502, 519, 520, 521,
522, 3126, 3128, 3129, 3132, 3133 AND 3134.

CONTRACTOR TO ENSURE SITE CONSTRUCTION DOES NOT DISTURB THE
OVERALL USE OF THE MEDICAL CENTER, AND SHALL COORDINATE WITH
VAMC IN ORDER TO CONTINUOUSLY MAINTAIN ALL PARKING SPACES AND

FLOW OF TRAFFIC.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING AND VERIFYING
ALL EXISTING UTILITIES PRIOR TO CONSTRUCTION. THE CONTRACTOR SHALL
EXERCISE EXTREME CAUTION WHEN CROSSING AN UNDERGROUND UTILITY,
WHETHER SHOWN ON THESE PLANS OR FIELD LOCATED. CONTRACTOR SHALL
BE RESPONSIBLE FOR PROTECTING ALL EXISTING STRUCTURES AND UTILITIES
FROM CONSTRUCTION OF PROPOSED WATER FACILITIES. ANY DELAY,
INCONVENIENCE OR DAMAGE OF THE VARIOUS UTILITIES SHALL BE THE
RESPONSIBILITY OF THE CONTRACTOR AND SHALL BE INCIDENTAL TO THE
CONTRACT AND NO EXTRA COMPENSATION WILL BE ALLOWED.

CONTRACTOR TO COORDINATE WITH VAMC TO MAINTAIN TRUCK LOADING

AND DELIVERIES.

ALL PROPOSED PIPE SIZES SHALL MEET OR EXCEED THAT OF THE EXISTING

PIPE.

PROPOSED WATER MAIN SEPARATION FROM EXISTING UTILITIES SHALL BE IN
ACCORDANCE TO F.A.C. GUIDELINES. PLEASE REFER TO DETAIL.

ALL MATERIAL AND EQUIPMENT SHALL BE STORED, INSTALLED AND USED IN
ACCORDANCE WITH THE MANUFACTURERS RECOMMENDATIONS.

ALL PROPOSED GRADES SHALL MATCH THE GRADES EXISTING PRIOR TO

CONSTRUCTION.

WATER MAIN TO BE ABANDONED SHALL EITHER BE REMOVED OR LEFT IN

PLACE AND FILLED WITH GROUT.

CONTRACTOR IS RESPONSIBLE FOR REPAIRING AN/OR REPLACING ANY
DAMAGE TO PAVEMENT OR BUILDING STRUCTURES ON-SITE AS A RESULT

OF WATER MAIN INSTALLATION.

CONSTRUCTION CALL—OUTS ON THIS SHEET ARE MERELY A
RECOMMENDATION. CONTRACTOR TO VERIFY THE ABILITY TO CONSTRUCT AS
DESCRIBED HERE AND MODIFY AS NEEDED IN THE FIELD TO PROPERLY
FACILITATE WATER MAIN CONSTRUCTION.

RESTORATION TO MEET OR EXCEED THAT OF WHAT IS EXISTING ON SITE.
ALL DISTURBED GRASS TO BE RESODDED, AND ALL DISTURBED
LANDSCAPING TO BE REPLACED AS NECESSARY.

IMMEDIATELY REPAIR ANY DAMAGED IRRIGATION SYSTEM(S) OR COORDINATE

WITH VAMC.

WATER MAIN NOTES:

CONNECT TO EXISTING 8"
WATER MAIN VIA TAPPING
SLEEVE AND GATE VALVE.
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ALL WATER MAIN AND FIRE PROTECTION MATERIAL, INSTALLATION AND
TESTING SHALL BE IN CONFORMANCE WITH ORLANDO UTILITES COMMISSION
(OUC) STANDARDS, AWWA STANDARDS, AND THE MANUFACTURER’S

STANDARDS.

ALL WATER MAIN TO BE EITHER BLUE PVC C—900 CLASS 150 DR18 PIPE OR
PRESSURE CLASS 350 DUCTILE IRON PIPE.

TEMPORARY BLOW—OFFS SHALL BE INSTALLED AT LOCATION OF EACH
PROPOSED BUILDING LEAD CONNECTION, AND CAN BE USED AS SAMPLE

POINTS.

ALL ON SITE WATER MAIN TO BE PRIVATE.

WATER SERVICE TO BE PROVIDED BY OUC.

PRESSURE AND LEAKAGE TESTS ARE TO BE PERFORMED IN ACCORDANCE
WITH ANSI/AWWA C600 FOR D.l. PIPE AND ANSI/AWWA C605 FOR PVC PIPE.
PROPER WATER MAIN DISINFECTION TO BE IN ACCORDANCE WITH AWWA C651

AND OUC STANDARDS.

UENCE OF CONSTRUCTION:

PRIOR TO ANY WORK DONE ON-SITE, CONTRACTOR SHALL ENSURE THAT
ANY SOIL EROSION CAUSED BY CONSTRUCTION BE CONTAINED SO THAT IT
DOES NOT INFILTRATE THE EXISTING STORM WATER SYSTEM. CONTRACTOR
SHALL INSTALL ALL NECESSARY BMP’S, SUCH AS SILT FENCE, MUD
TRACKING MAT AND INLET PROTECTION.

OPEN CUT PAVEMENT IN AREAS INDICATED ON THESE PLANS. TIMING OF
DEMOLITION TO MAINTAIN FLOW OF TRAFFIC AND ACCESS TO BUILDINGS
TUNNEL BENEATH STRUCTURES IN AREAS INDICATED ON THESE PLANS.
USE EXTREME CAUTION SO AS NOT TO COMPROMISE THE STABILITY OF

STRUCTURES.

INSTALL PROPOSED WATER MAIN IN ITS ENTIRETY, LEAVING ALL TIE—-INS
STUBBED OUT BUT NOT CONNECTED TO EXISTING LEADS OR VAULTS.

PRESSURE TEST ENTIRE WATER MAIN.

CHLORINATE WATER MAIN, THEN TAKE BACTERIOLOGICAL TESTS.

CONFIRM THAT PRESSURE TESTS AND BAC—T TESTS PASS REQUIREMENTS.
TAP EXISTING 8" WATER MAIN UPSTREAM FROM EXISTING VALVE IN ORDER
TO TRANSFER FROM EXISTING TO PROPOSED WATER MAIN. EXISTING VALVE
TO BE CLOSED AT THE TIME OF TAPPING EXISTING MAIN.

ACTIVATE NEW WATER MAIN SYSTEM.

CONNECT PROPOSED WATER MAIN TO EXISTING LEADS.
ABANDON ALL EXISTING WATER MAIN BY EITHER REMOVING PIPE OR BY
LEAVING IN PLACE AND FILLING WITH GROUT.
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